GlacialLight Introduces A New DC Input LED Down Light Series for Solar Panels
Four New Energy Efficient 8 to 18W Down Lights: GL-DL04LD, GL-DL06LD, GL-DL08LD and GL-DL06LD-IP
30 April, 2013, Taipei, Taiwan - GlacialLight, a division of the Taiwanese technology manufacturer, GlacialTech Inc., today announces the expansion of its LED down light Capella Series with four new DC input 8 to 18W LED lights: the GL-DL04LD, the GL-DL06LD, the GL-DL08LD, and the GL-DL06LD-IP.

All four of these down lights come with bundled GlacialPower drivers, which enable the lights to be directly connected to 12V and 24V solar panel batteries without the need of an additional PV Inverter, preventing possible energy waste. The four lights accept an input voltage of 11-15V DC and 22-30V DC. The compact size and sleek design of these down lights connected with energy efficiency and low energy consumption makes all of the down lights ideal for boat, bus or train interiors. The GL-DL06LD-IP can also be used in covered outdoor applications, such as outdoor corridors or walkways as well as vessel lighting purposes.

The four easy-to-install slim and sleek design down lights all have a 120° beam angle and come in three different color options (3000K, 4000K and 5700K). The lights are different in terms of size, weight, casing, and energy usage, which makes each of the lights ideal for specific applications such as corridors or large spaces.
GL-DL04LD Down Light
The most compact (Ф 114 x 13mm) of the four new down lights for indoor applications, the GL-DL04LD consumes only 8W of energy and is suited for indoor applications.
GL-DL06LD Down Light
The 12W down light for indoor applications, the GL-DL06LD, is slightly larger (Ф 180 x 13mm) than the GL-DL04LD as it has an IP50 rated casing, which prevents dust damage.
GL-DL08LD Down Light
The brightest and largest (Ф 240 x 13mm) of the four down lights, the GL-DL08LD has a different constant current driver than the three other lights (GP-LD15-24C instead of GP-LD10-30C). This down light for indoor applications consumes 18W of energy. 
GL-DL06LD-IP Down Light
Similar to the GL-DL06LD, the GL-DL06LD-IP also has an energy consumption of 12W, but is slightly thicker (Ф 161 x 20mm) than the rest of the cases as it has IP54 rated casing that prevents possible dust and water damage. This down light is ideal for both indoor and covered outdoor applications such as vessel lighting. 

GlacialLight has designed all of the four down lights, with environmental protection in mind, to be RoHS compliant. In addition, these down lights do not contain hazardous chemicals such as mercury, and do not emit harmful UV or IR rays, making them far more eco‐friendly than lighting fixtures based on older technologies. 
Product Highlights of DC Input Down Lights:
· The GL-DL04LD, the GL-DL06LD, and the GL-DL08LD for indoor applications 

· DL06LD-IP can also be used in covered outdoor applications 

· DC input 

· 8 to 18W energy consumption 

· Energy efficient and preventing possible energy waste 

· All-in-one bulb and fixture 

· Directly compatible with 12V and 24V solar panels 

· Slim, compact and fashionable design 

· Very low power consumption 

· No UV or IR radiation 

Specifications
	Type
	GL-DL04LD-WW
	GL-DL04LD-NW
	GL-DL04LD-CW

	Energy Used
	8W

	Rated Life
	30,000 Hours

	Input Voltage
	11-15V DC / 22-30V DC

	CCT (color)
	3000K
	4000K
	5700K

	Luminous Flux
	360lm
	400lm
	450lm

	Luminous Efficacy
	45lm/W
	50lm/W
	56lm/W

	CRI
	80
	80
	80

	Beam Angle
	120°

	Dimension
	Ф 114 x 13mm

	IP Rating
	IP20

	Operation Temperature
	-20°C ~ +40°C

	Bundled Driver
	GP-LD10-30C (Driver Output: Constant Current 350mA, 31V)

	Net Weight
	220g (with driver)

	Package
	20 PCS / Carton


	Type
	GL-DL06LD-WW
	GL-DL06LD-NW
	GL-DL06LD-CW

	Energy Used
	12W

	Rated Life
	30,000 Hours

	Input Voltage
	11-15V DC / 22-30V DC

	CCT (color)
	3000K
	4000K
	5700K

	Luminous Flux
	630lm
	700lm
	760lm

	Luminous Efficacy
	53m/W
	58lm/W
	63lm/W

	CRI
	80
	80
	80

	Beam Angle
	120°

	Dimension
	Ф 180 x 13mm

	IP Rating
	IP50

	Operation Temperature
	-20°C ~ +40°C

	Bundled Driver
	GP-LD10-30C (Driver Output: Constant Current 350mA, 31V)

	Net Weight
	410g (with driver)

	Package
	20 PCS / Carton


	Type
	GL-DL08LD-WW
	GL-DL08LD-NW
	GL-DL08LD-CW

	Energy Used
	18W

	Rated Life
	30,000 Hours

	Input Voltage
	11-15V DC / 22-30V DC

	CCT (color)
	3000K
	4000K
	5700K

	Luminous Flux
	1000lm
	1100lm
	1200lm

	Luminous Efficacy
	56m/W
	61lm/W
	67lm/W

	CRI
	80
	80
	80

	Beam Angle
	120°

	Dimension
	Ф 240 x 13mm

	IP Rating
	IP20

	Operation Temperature
	-20°C ~ +40°C

	Bundled Driver
	GP-LD15-24C (Driver Output: Constant Current 700mA, 25V)

	Net Weight
	610g (with driver)

	Package
	10 PCS / Carton


	Type
	GL-DL06LD-IP-WW
	GL-DL06LD-IP-NW
	GL-DL06LD-IP-CW

	Energy Used
	12W

	Rated Life
	30,000 Hours

	Input Voltage
	11-15V DC / 22-30V DC

	CCT (color)
	3000K
	4000K
	5700K

	Luminous Flux
	570lm
	630lm
	700lm

	Luminous Efficacy
	48m/W
	53lm/W
	58lm/W

	CRI
	80
	80
	80

	Beam Angle
	110°

	Dimension
	Ф 161 x 20mm

	IP Rating
	IP54

	Operation Temperature
	-20°C ~ +40°C

	Bundled Driver
	GP-LD10-30C (Driver Output: Constant Current 350mA, 31V)

	Net Weight
	420g (with driver)

	Package
	20 PCS / Carton


Read more about this new product please visit at GlacialLight's website:
http://www.glaciallight.com/products/PD004.htm 

About GlacialLight

GlacialLight, the lighting division of GlacialTech, manufactures LED lighting solutions for indoor/outdoorapplications and both residential and commercial uses. As well as having a wide range of finished LED lighting products, GlacialLight also offers its clients the option of customizing products for specific needs. Please visit the company homepage at www.GlacialLight.com. 
